
Manual

WARNING

Software  User Guide WTT
Models covered

Read all relative terms of the user manual before performing 
any operation.
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WTT real-time torque data and historical data output operation
Purpose：
Connect WTT to computer and work connecting program “PuTTY”, output real-time 
torque data and historical data.

Ⅰ. Before Starting：
           WMT wireless torque multiplier or WET wireless torque adaptor.

      WTT Display

WET WMT

          USB to RS232 convert cable, if computer has no RS232 port.

      Headphone JACK to RS-232(DB9)

 1.

2.

3.

4.
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Ⅱ. Download PuTTY program：
       Open browser and enter internal site
        https://www.chiark.greenend.org.uk/~sgtatham/putty/latest.html
        Click 32-bit x86  putty.exe, save archive and execute it without installation.
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Ⅲ. Real-time torque data output：
           Connect WMT to WTT, then screen will show the torque value.

     Connect headphone plug into WTT display, join RS232 plug into computer.

     Set connection：
     A. Checking computer RS232 uses COM port number and COM6 currently.

1.

2.

3.

RS-232
(DB9)
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      B. To execute connecting PuTTY

     C. Setting COM port number
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  E. Setting display parameters, select Apply to turn on link to display real-time torque data. 

D. Setting communications parameters
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Ⅳ. Historical torque data output：
       1. WTT displayer：
           A. Push M button into MEMO mode.

 F. Computer receives real-time torque data.
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    B. Push S button to transfer historical data.

Computer receives data.

C. Copy all data :
     Click the upper left corner of the window, right click to select Copy All to Clipboard.
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     The historical data is in red frame.

D. Open the Notepad in computer, select edit and paste.



Computer RS-232(DB9)                               Cable：Headphone JACK to RS-232(DB9)

Computer USB
If have no RS232 cable, use USB convert to RS232      Cable：Headphone JACK to RS-232(DB9)

Connecting to computer
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