
Manual

WARNING

      The company provides warranty to any flaws due to production causes. Warranty is 
applied only to the product and its accessories. Any flaws due to human behavior, assembly, 
adjustment or other non-production causes will not be protected under this warranty.

MET-NU User Guide MET-NU
Software

Models covered

Read all relative terms of the user manual thoroughly before 
performing any operation.



-1-

2
3
4
8

CONTENTS

I. INSTALLATION
II. START THE PROGRAM
III. SPECIFICATION
IV. OPERATION GUIDE



-2-

I. INSTALLATION

Insert the MET-NU CD-ROM on your drive and find the “setup” icon on the directory.

Double-click on the icon. Choose the installation path on the pop-out window.
Click on “NEXT” until the installation is complete and then restart your computer.

Note : Make sure your CD-ROM drive and the Internet are properly connected.
              Improper connection may cause a failure on the installation process.
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Start MET-15 to access the following window :

II. START THE PROGRAM

Find the installed app on your directory. Click on MET_15 to start the program.
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COM PORT:

The GREEN light indicates a valid connection.

MODEL : Display wrench model.
PRESET : Display a preset torque value.
TOLERANCE : Display the tolerance value.
UNIT : Display a preset unit.
STATUS : Enter a torque value to get a signaled result : 
       Green : Good Torque Value
       Red : High Torque Value
       Yellow : Low Torque Value

ABOUT : Display the current MET-NU version.

 III. SPECIFICATION
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SAVE :

TESTER : Enter the name of the operator

Choose a file directory
Save and export file to the directory specified as above
Clear data

User-Friendly Interface :
MET-NU provide four operational views :
  1. Digital View
  2. Analog View
  3. Track View
  4. Peak Hold View

EXIT :

WARNING

Note : Files are saved in the text format.
Note : C:\ is OS protected. Any attempt to save under C:\ will fail.

Track View shows a linear track display. The torque tolerance 
must be set to 0%. This display is for inspection only and will 
not record data.
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 1. Digital View

2. Analog View



3. Track View

4. Peak Hold View
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1. Connect the wrench to the computer with the USB cable.

2. Start the program and the electronical torque wrench.
     Confirm its connection status—the icon       shows a valid connection.

3. Choose a connection port.
     Under the COM Port drop-down, find the corresponding port to connect.

4. Upload the wrench information:
     Long-press the “C” key on the torque wrench, till it makes a BEEP sound.
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BEEP

IV. OPERATION GUIDE

Start the power
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5. Choose a view to display. (Below shows a Digital View)

6. The data collection process has started.



Enter a file name.
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Save Data :
1. Enter the name of the tester.

  2. Choose a destination folder and enter a file name.
      Click on the "File Destination” icon and choose a file path to save.

Note: File hasn’t been saved yet.



Below shows an example of opening up a saved file.
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3. Click on the “Save” icon. 
     The file will be saved under the specified destination.

4. Find on the destination folder. 
    Double click on the file to open.
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